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1.“ALL_ TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CLURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE
= GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 816.03. MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES-PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD
ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
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A. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE (CUT TO 5 FT.)
WITH MODIFIED BREAKAWAY BASE STANDARD NO. MD 801.01-01. AUDIBLE/TACTILE
PEDESTRIAN PUSHBUTTON INSTALLED WITH R10-3(1) SIGN." (INSTALL 1-2 1IN.

SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). // / ) WARKE 3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
B. INSTALL MICRO LOOP PROBE SET. -\Oj L)Ly 7 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
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E- REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND SIGN FROM STEEL POLE. CLEAN EXISTING DRILLED % {@é’ y A 8. THE 10/ SEPARATTON BETWEEN BUCHBUTTONG 15 10 BE MEASURED FAGM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON. NOT CENTER T0 CENTE: OF POLE
HOLES WITH BRUSH AND SPRAY COLD GALVANIZING CUMPUEND ON THE AFFECTED AREAS. / T/ / / kN 9. PUSHBUTTON ARROWS ARE 70 BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED. ' '
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O CURENCHED:  REPLACE 5 INGH CONCRETE SIOEWALK: - || o SCHEDULE 80 ELECTRICAL COWWIT L odoe ] o AT IS UAH1L'k dcAIGU HATVER 12 GoAIND: APROED BY He DiseCya o+ 1" MO MET: THE EONTRACTER 15 T0 STOP Yok ON PIOYBVTIO
- . . " B . - :-:l Ny (-"‘ / /“J T A - - i _ ! 4 .
H. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. INSTALL AUDIBLE/TACTILE PEDESTRIAN “:55’w: /i B ST R o T / A B T A L AR STATE OF MARYLAND
“oo Nt ~ T ST o 1. VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
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